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FOX IV 6250 Series 
Zebra ZE500 Module Based Printer-Applicator

•	 Print and apply is more agile than ever with the FOX IV 6250 
series featuring Zebra ZE500 print engines.

•	 The new design makes it easy for operators to thread 
supplies and navigate the printer-applicator menus.

•	 Minimal downtime with ability to swap modular print engines 
and print rollers quickly.

•	 Whether you run 1 production line a day or continuous runs 
daily the 6250 is designed to provide consistent quality 
labelling results with minimal operator interaction.

•	 Large label roll capacity for high volume and extended 
production runs.
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Auto ID Labelling Solutions Pty Ltd (part of the BCDS GROUP)
Head Office: Unit 24, 10 Yalgar Road, Kirrawee NSW 2232
Reception: +612 8536 1000  Email: sales@bcds.com.au
For more information on our Label Application Solutions go to www.bcds.com.au

For continuous improvement on design and product innovations, all specifications  are subject to change without prior notice.

Machine Model 6254 6256
Print Method Thermal Transfer or Direct Thermal

Print Orientation Right-Handed or Left-Handed

Unit Orientation Top Apply, Nose Up Side Apply, Nose Down Side Apply, Bottom Apply

Resolution 203 dpi (8 dots/mm) or 300 dpi (12 dots/mm)

Max. Print Width 4.1”/104 mm 6.6”/168 mm

Max. Print Speed 12”/305 mm per second 2”/305 mm per sec.(203 dpi)
10”/254 mm per sec. (300 dpi)

Label Liner Min. 0.625" (16mm) 3" (76mm)

Label Liner Max. 4.5" (114mm) 7.1" (180mm)

Size 18"Hx13.6"Dx32"W
(457x345x813mm)

18"Hx14.4"Dx32"W
(457x365x813mm)

Weight 48kg 49kg

Media Supplies

Max. Label Roll OD 12" (305mm) Standard or 16" (406mm) Optional

Label Roll ID/Core 3", 5", 6" (76, 127, 152mm)

Ribbon Width 1" (25.4mm) to 4.2" (107mm) 3" (76mm) to 7.1" (180mm)

Max. Ribbon Length 4" (101.6mm) OD on a 1" (25.4mm) ID core (1968'/600m)

Operating Environment

Power Supply Universal with power-factor correction 90V-264V AC, 48-62Hz

Air Pressure 80-100 psi

Temperature 40° - 104° F (5° - 40°C)

Relative Humidity Max. 95% non-condensing

Applicator Options

•	 8”/14”/20” or Custom Cylinder Lengths
•	 Tamp (hard or soft), tamp-blow, blow-on
•	 Rotary actuator
•	 Adjacent-panel

•	 Wrap-around
•	 Wipe-on
•	 Gimbal pad
•	 Application specific methods

Memory/Interfacing Capabilities

•	 16 MB SDRAM
•	 64 MB Flash memory / Parallel 	

(Centronix® compatible)
•	 RS232 Serial

•	 USB 2.0, 
•	 ZebraNet 10/100 Print Server (internal), 
•	 Optional ZebraNet b/g Print Server

Bar Code Symbologies

•	 All major linear and 2D symbologies including QR, Datamatrix, Aztec, & MicroPDF

Options & Accessories 

•	 Warning/Fault Beacons & Alarms
•	 I/O panel, 
•	 Environmental Enclosures,
•	 Mounting Arms and Stands

•	 System Integration, 
•	 System Lock, 
•	 Random Distance Application Sensor

Suitable Environments

•	 Pharmaceutical
•	 Food & Beverage
•	 Warehousing

•	 Health & Beauty
•	 Manufacturing
•	 Automotive

Contact our team today 1800 367 977


